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IN STOCK NOW 

 2MP 1/2.8" progressive scan super low lux CMOS 
 Minimum illumination at 0.02 lux 
 Dual streams from H.264 and MJPEG 
 Up to 30 fps at 1920 x 1080 
 Day and night function (electronic) 
 Built-in micro SD card slot (SD/SDHC) for local storage 
 NAS recording 
 Recording assigned by GV-Edge Recording Manager (Windows & Mac) 
 One-way audio 
 3D DNR (Digital Noise Reduction) 

 Wide Dynamic Range (WDR) 
 Defog 
 Motion detection 
 Tampering alarm 
 Privacy mask 
 Text overlay 
 IP address filtering 
 PoE (IEEE 802.3af) 
 Supports iPhone, iPad, Android & 3GPP 
 ONVIF (Profile S) conformant 

GV-UNP2500 is the first model in the discreet Unicam Series to be      
released by GeoVision. It is a 2MP super low-lux pinhole camera   
ideal for indoor installations with variable lighting. 
 

Designed for maximum flexibility, the UNP2500 is small-sized and comprises a main unit and a separate  
sensor unit. The units are connected by a 3.28ft cable or an optional 32.8ft cable, which provides the 
flexibility to place the sensor unit apart from the main unit at various distances. The UNP2500 is 
equipped with a 1/2.8" progressive scan super low-lux CMOS image sensor for clear color images with 
as little as 0.02 lux of lighting. Combined with its discreet design and small form factor, the super low-lux 
capability makes the UPN2500 an ideal candidate for covert surveillance in compact environments with 
variable lighting, such as ATMs, banks, police station, hotels, and stores. 
 
The GV-UNP2500 provides outstanding HDTV 1080p  image quality at full frame rate in H.264 and 
MJPEG. It comes with a fixed lens that can adjust field view from 20cm to 20m. It also provides            
outstanding microphone quality to ensure proper sound recording. 
 

GV-UNP2500 
SKU Number: 84-UNP2500-0010 
Ordering Number: 110-UNP2500-000 
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